| POST SETTING 2388mm (94”) CENTRE TO CENTRE |

8 3/4"

OR PYRAMID

| PANEL WIDTH 2261mm (89") | ‘ BALL POST CAP
| NOTE: PANELS MAY BE CUT TO SUIT

92mm
7771 CLEAR BETWEEN PICKETS —

POSTS:

POST FLANGES:

ELECTROSTATICALLY APPLIED THERMALLY
BONDED POLYESTER POWDER COATING
MINIMUM FILM THICKNESS 2.5 mils

5Tmm x 51mm (2"x2"), 16 OR 14 GUAGE

76mm x 152mm (3"x6") x 6mm (1/4%)
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SPECIFICATIONS:
POSTS, RAILS: COLD FORMED STEEL TUBING Ty .,
& PICKETS INTERIOR & EXTERIOR GALVALUME COATING STANDARD PANEL WIDTH: 2261mm (89")
CHROMATE CONVERSION COATING AVAILABLE PANEL HEIGHTS: 991mm (39”)

1295mm (517)
1600mm (63") AS SHOWN ABOVE

1905mm (757
WELDS: STAINLESS STEEL

COLOURS:  STANDARD COLOURS ARE BLACK, BROWN, GREEN
WHITE & FOREST GREEN AND SEMI-BLACK

POST CAP: PYRAMID, BALL, SPIRAL OR ACORN CUSTOM COLOURS AVAILABLE UPON REQUEST
RAILS: 25mm x 25mm (17x1"), 14 GAUGE
PICKETS: 16mm x 16mm (5/8"x 5/8"), 18 GAUGE WARRANTY: 5 YEAR MAINTENANCE. FREE
SPEAR (IE-1) OR FLEUR DE LIS (IE-2)
(USE IE-1 UNLESS OTHERWISE NOTED) NOTE: TAMPER PROOF NUT AVAILABLE FOR BRACKETS
E—COAT PROTECTION AVAILABLE UPON REQUEST
FITTINGS: 14 GAUGE STAMP FORGED
FACTORY FINISH AS ABOVE
COMMENTS:
TITLE | R O N EAG LE DRAWING No.
2770 SERIES o osmens | 2710
REF. | CHK'D DATE: JAN 2010
IRON EAGLE INDUSTRIES INC. 1256 CARDIFF BLVD. MISSISSAUGA ONT. TEL 905-670-2558 FAX 905-670-2538

www.ironeagleind.com




