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FOR PICKET INSERTION
SPECIFICATIONS: STANDARD PANEL HEIGHTS:
POSTS: GALVALUME™ COLD FORMED STEEL TUBING 762mm  (30")
& PICKETS COATED INTERIOR & EXTERIOR 914mm (367
1067 42"
RAILS: ZAM™ COATED COLD FORMED TUBING 1219mm §4e"g
(Zinc, Aluminum, Magnesium) »
COATED INTERIOR & EXTERIOR 132;22 ggg SHOWN
FINISH: CHROMATE CONVERSION COATING )
ELECTROSTATICALLY APPLIED THERMALLY STANDARD PANEL WIDTH:
BONDED POLYESTER POWDER COATING .
MINIMUM FILM THICKNESS 2.5 mils (nggﬂg ﬁ’Y)BE cUT To S
POSTS: 51mm x 5lmm (2"x2") 14 OR 16GA.

POST FLANGES:

76mm x 152mm x 6mm (3"x6"x3")
OPTION:  127mm x 127mm x 5mm

(5"x5"x{%") DECO PLATE

POST CAPS: PYRAMID, BALL, SPIRE OR ACORN

RAILS: 25mm x 25mm (1" x 1") 14GA. COLOUR: STANDARD COLOURS ARE BLACK, SEMI—BLACK
BROWN, GREEN, WHITE AND FOREST GREEN

PICKETS: 16mm x 16mm (§" x &) 18GA. (CUSTOM COLOURS AVAILABLE UPON REQUEST)

INFILL: 89mm DIA. SCROLLS WARRANTY: 5 YEAR

FITTINGS: 14 GA. STAMPED FORGED (FINISH AS ABOVE) NOTES: TAMPER PROOF NUT AVAILABLE FOR BRACKETS
E—COAT PROTECTION AVAILABLE UPON REQUEST

WELDS: STAINLESS STEEL (ADDITIONAL 5 YEAR WARRANTY)
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